CALORGEN 120°C

HOT WATER HOSE

APPLICATION COVER

Delivery hose for hot water mixed with steam (not saturated). Very good for Black, smooth, cloth impression EPDM rubber compound, abrasion, ozone and
pressure washer machines (low pressure) weather resistant

TUBE WORKING TEMPERATURE

Black, smooth, EPDM rubber compound -40°F +248°F

REINFORCEMENT -40°C +120°C

High strength synthetic plies
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10 13/32 20 23/32 0.29 10 150 30 450 40
12 15/32 22 718 0.33 10 150 30 450 40
13 1/2 23 29/32 0.35 10 150 30 450 40
15 19/32 25 1 0.39 10 150 30 450 40
16 5/8 26 15/16 0.42 10 150 30 450 40
18 45/64 28 17/64 0.45 10 150 30 450 40
19 3/4 29 19/64 0.47 10 150 30 450 40/61
20 25/32 30 13/16 0.49 10 150 30 450 40/61
25 1 35 13/8 0.59 10 150 30 450 40/61
30 13/16 41 15/8 0.85 10 150 30 450 40/61
32 11/4 42 121/32 0.88 10 150 30 450 40/61
32 11/4 44 147/64 0.90 10 150 30 450 40/61
35 13/8 47 127/32 0.97 10 150 30 450 40/61
38 1172 50 131/32 1.22 10 150 30 450 40/61
40 137/64 54 21/8 1.33 10 150 30 450 40/61
42 121/32 54 21/8 1.41 10 150 30 450 40/61
45 125/32 61 213/32 1.67 10 150 30 450 40/61
51 2 67 241/64 1.85 10 150 30 450 40/61
60 2 23/64 75 261/64 3.07 10 150 30 450 40/61

Other diameters, pressure ratings are available on request. Technical data, structures and polymers are subject to change without notice.
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